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NOTE: STA 165+00 START AT NORTH SIDE OF SR 1129 (DAVIS RD.) "R°:z7~°- sﬂ? s*r?i"#s
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PAVING DETAIL 2
MAIN LINE IS BEING RESURFACED
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STA. 286 +44 TO STA. 287 +58
THE BRIDGE FROM STA. 287458 TO STA.289+78 WILL NOT BE RESURFACED
STA. 289 +78 TO STA. 306+60

V

STA. 316+70 TO STA. 334+56 MATCH EXISTING
STA. 336+13 TO STA. 368+12 DITCH TYPICAL MINDM 50" 70 END
£ RADIT OR OTHER __— | gg
PRgPR:ATE POINT 5
TYPICAL SECTION NO. 1 (WHICHEVER IS GREATER) §m ’

| 26— 46
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% PayTNG DETAL 1 NON-CURB & GUTTER INTERSECTIONS
MAIN LINE IS NOT BEING RESURFACED l | NoOTE: MiNISKIPS SHALL BE PLACED ON A 1 crae,
o wnn || EEREATIEBAS
STA. 276 +13 TO STA. 286 +44 ‘ MAPS ENDING IN A TEE INTERSECTION ¢
TYPICAL SECTION NO. 2 {7 resurrace anea
. . 4" EDGELINE MlNl—SKlFs AND EDGEUNE
aNRETE CENTERLINE ) O ERROPr AT
[ SPACING
_\6” MINI SKIPS
STA. 334+56 TO STA 336+13 »
STRIPING DETAIL 2
TYPICAL SECTION NO. 3 MILLING DETAIL 1 GENERAL STRIPING DETAIL FOR PROJECT MAINLINE
/ 20’ - 46’ | - &' - MIN. 2'
| ® | - I
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MILL EXISTING ASPHALT PAVEMENT 0" - 2.5" EDGELINE | TR MR
STA. 279 +18 TO STA.285+74 NOTE: e
TYPICAL SECTION NO. 4 TO BE USED IN CONJUCTION WITH TS. NO. 3
MIN. 2'
| 28" - 32" |
- PAVEMENT SCHEDULE

-- PROP. APPROX. 25" ASPHALT CONCRETE SURFACE
C1 | COURSE, TYPE §9.5B, AT AN AVERAGE RATE OF R | 2'-6" CONCRETE CURB AND GUTTER

140 LBS. PER 8Q. YD. IN EACH OF TWO LAYERS.
PROP. APPROX. 114" ASPHALT CONCRETE SURFACE

T1 SHOULDER RECONSTRUCTION

C2 | COURSE, TYPE §9.5B, AT AN AVERAGE RATE OF

140 LBS. PER SQ. YD.
" New dovel STfh(Pf’?lg;éOPTPﬂ th'A' 3:,6.":70’; doing wident @ T2 | SHOULDER CONSTRUCTION
ew development {Fatriot's Foini) being bulll and deing widening PROP. APPROX. 8" ASPHALT CONCRETE BASE
TYPICAL SECTION NO. 5 E | COURSE, TYPE B25.0B, AT AN AVERAGE RATE OF U EXISTING PAVEMENT

456 LBS. PER 8Q. YD. IN EACH OF TWO LAYERS.




